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INSTALLATION INSTRUCTIONS

2 Panel or 3 Panel Patio Door Screen
Installation into the Door Frame

IMPORTANT - READ INSTRUCTIONS IN ENTIRITY BEFORE
PROCEEDING WITH THE INSTALLATION OF PRODUCT.

TOOLS:
Utility Knife
Putty Knife
Philips head screwdriver
Safety glasses
Safety gloves

INCLUDED PARTS:
Protective clips/guides
Metal Keeper with screws

INSTALLATION STEPS
1) Prepare the Opening:
Open the main glass patio door fully, then clean both the upper and lower tracks to

remove any dirt or debris. Inspect the tracks and surrounding area for obstructions or
damage that could interfere with smooth operation.



2) Adjust the Roller Wheels:

Pull down the black rubber flap to
access the wheel adjustment screw
(Figure 1).

Using a Phillips head screwdriver,
turn the adjustment screw at each
corner to raise or lower the wheels
as needed. Tighten the screws to
lower the wheels or loosen them to
raise the wheels.

Adjust all four corners until the

screen door sits level, has minimal
wobble, and rolls smoothly (Figure 2).

Pro Tip:

Are the wheels at the correct height?
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When you attempt to push in the wheel, you should be able to hide the wheel.
If the wheel is still visible when pressed in, it likely needs to be tightened slightly.

3) Adjust Rubber Flap:

The rubber flap may be trimmed
using a utility knife. This flap blocks
out insects and debris. The first
trim line (closest to the metal
frame) is the recommended line
to cut but could vary (Figure 3).

Trim so that the flap isn't so wide
that it drags against the fixed panel
of the patio door (Figure 4).
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4) Install the Protective Guide
Clips:

Install the two provided protective
guide clips (Figure 5) at the
designated locations on the top of
the screen frame. These clips help to
minimize any abrasion against the
vinyl frame during operation.

Check to ensure that each clip is
fully seated and securely attached
(Figure 6). Proper installation should
result in @ smooth movement, with
little to no operational noise (Figure

7).

5) Install the Screen:

Slide the screen into the top track:
Begin by sliding the top of the
screen into the track at the top of
the patio door frame.

Rest the bottom on the frame:
Lower the bottom of the screen so
it rests on the frame of the patio
door (Figure 8).

Use a putty knife to depress the
wheels: Insert a putty knife at the
bottom of the screen to gently
depress the wheels, one side at a
time. The screen should snap into
place with ease (Figure 9).

Pro Tip:
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If the screen doesn’'t move smoothly, you should repeat Step 2 and adjust the wheels.



6) Install the Metal Keeper:

The provided metal keeper/screen
lock includes two screws for
installation into the patio door frame
(Figure 10).

Install the keeper so that it lines up
with the screen latch when closed.
Tighten screws until snug but do not
overtighten (Figure 11).
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HOW TO REMOVE A PATIO DOOR SCREEN

If you need to remove the screen for cleaning or maintenance, follow these steps:

1. Lift the screen out of the track

Figure 11

Gently push the screen upward to compress the top roller wheels. While holding it in place,

tilt the bottom of the screen inward.

2. Remove the screen from the frame
Once the bottom is free, carefully lower the screen and pull it out from the top track.

3. Handle with care

Be cautious when removing the screen to avoid bending the frame or damaging the mesh.

TROUBLESHOOTING

Clean track
Increase roller height
Make sure the wheel is on the track

Lower rollers slightly
Check for uneven track

Re-align door using roller
adjustments

MAINTENANCE TIPS

Keep tracks clean and periodically adjust rollers as they wear



